
10/15/19 Pre-Proposal Meeting for Preliminary Engineering for Mann Valley 

Question 1: For wetland delineations, should the consultant review the entire concept area or just the 

City property on Exhibit B? 

The consultant should review wetland delineations for the entire area highlighted in Exhibit B. 

Question 2: Does the City want a basic ALTA survey or specific items from Table A? 

The City would like the consultant to complete Items 1, 3, 13, and 18 from Table A in addition to the 

minimum requirements of the ALTA survey. Exhibit E has been revised for the ALTA survey (see 

attached). The City will obtain the title commitments for the ALTA survey after a consultant agreement 

is in place.  

Question 3: What are the City’s expectations for 30 percent design? 

Would like to see overall site utility layout in plan view and overall site grading in plan view to include 

street and stormwater areas. Also include preliminary plan and profile sheets showing utilities and 

streets. 30 percent does not include cross sections.  

Question 4: What are the City’s expectations for 30 percent design of the lift station? 

Consultant shall provide preliminary lift station design and evaluation sufficient to identify a location 

and cost for the lift station. The selected consultant will be provided the ultimate flow rates for lift 

station design.  

Question 5: What information should be provided for stormwater? 

Preliminary stormwater modeling should be provided to determine sizes of ponding and area to be 

dedicated to stormwater management. 100 percent of the stormwater for the site will be handled with 

regional stormwater facilities. With 30 percent design, looking for the cost associated with stormwater 

management.  

Question 6: When should consultants focus on the wetland delineation work? 

Spring 2020.  

Question 7: How much is the City interested in looking at the lots in the steep slope areas to see how 

developable they are? 

The intent is to not do any mass site grading and other than for the roads and storm water management 

facilities, 30 percent does not include a grading plan. Lot layout shall be limited to the large developable 

areas that are not encumbered by stormwater, roadways, or steep slopes.  

Question 8: What information is needed for water modeling? 



The City works with a consultant for water modeling of the entire City. Water modeling has been 

completed for this area and any pertinent information will be provided to the selected consultant. The 

City will specify the size of all water mains.  

Question 9: Will there have to be small utility coordination? 

Coordination with small utilities is not necessary for preliminary design. However, small utilities along 

Radio Road and Division Street should be identified to aid in decision making for proposed water and 

sewer routing. The consultant shall identify private utility conflicts for proposed water and sewer 

improvements.  

Question 10: Will the consultant need to provide a rough estimate for street lighting costs? 

The City will provide an allowance amount for the consultant to include in their estimate for street 

lighting.  

Question 11: Will the consultant need to provide a rough estimate for landscape design? 

The City will provide an allowance amount for the consultant to include in their estimate for 

landscaping.  

Question 12: Does the 30 percent plan include the water loop?  

The 30 percent plans should include the water main extension along Radio Road to the future water 

main connection at Paulson Road. Using County contour surface data is sufficient for 30 percent design.  

Question 13: Does the consultant need to identify a site for the PRV at the intersection of Radio Road and 

Powell Ave? 

The City and the consultant will work together to identify a location and cost for the PRV. 

Question 14: Is there a desire by the City to get the project finished before August 1, 2020? 

Special consideration will be given to consultants that can minimally provide cost estimates by May 15, 

2020 in order to meet the City’s CIP schedule. Other deliverables can be provided after that date.  

Question 15: What level of detail is the City looking for the traffic and transportation impacts as well as 

the intersections that will be required for Road A and Road B? 

The consultant shall design an intersection with a left turn lane from Powell Ave. and an intersection 

with a right turn lane from CTH M. The City will provide a traffic count and will work with the selected 

consultant to determine timing of the count.  

Question 16: Is the City looking for hydraulic sizing for the water crossing of Road A? Does 30 percent 

include coordination with FEMA? 

See the attached Mann Valley Hydraulic Model. 30 percent does not involve coordination with FEMA.   



Question 17: How can consultants obtain the latest GIS information? 

Contact City Engineer Crystal Raleigh for shapefiles of the corporate limits and water/sewer 

infrastructure in DeSanctis Park. The North Loop Extension water plan is attached.  










































